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PROJECT DESCRIPTION (MOT PHASE 3B)

[. GENERAL:

THIS PHASE OF THE PROJECT INVOLVES THE INSTALLATION OF
PROPOSED SIDEWALK AND CURB AND GUTTER ALGONG WESTBOUND
MD 175 AND AROUND THE NORTHEAST QUADRANT OF MD 175 AND
26TH STREET/DISNEY ROAD INTERSECTION.

TRAFFIC SIGNALIZATION WORK DURING THIS PHASE OF THE

ROADWAY RECONSTRUCTION WILL ENTAIL THE INSTALLATION OF

LED COUNTDOWN PEDESTRIAN SIGNAL HEADS, WITH ACCESSIBLE
PUSHBUTTON AND SIGNS, IN THE NORTHEAST QUADRANT OF THE

MD 175 AND 26TH STREET/DISNEY ROAD INTERSECTION. PEDESTRIAN
PHASE SHALL ONLY BE PROVIDED FOR THE SOUTH AND WEST LEGS

OF THE INTERSECTION.

MD 175 (ANNAPOLIS ROAD) IS ASSUMED TO RUN IN AN EAST-WEST
DIRECTION.

II. INTERSECTION OPERATION:

THE INTERSECTION WILL OPERATE IN A NEMA SIX-PHASE, FULLY~-
ACTUATED MODE, WITH THE MD 175 APPROACHES RUNNING
CONCURRENTLY. EXCLUSIVE LEFT-TURN PHASES SHALL BE PROVIDED
FOR BOTH APROACHES OF MD 175. 26TH STREET/DISNEY ROAD SHALL
OPERATE IN A SPLIT-PHASED MODE AND A PEDESTRIAN PHASE SHALL
BE PROVIDED FOR THE SOUTH AND EAST LEGS OF THE INTERSECTION.

AUDIBLE PUSHBUTTON FUNCTIGON IS AS FOLLOWS:

1. When the pedestrian locates and presses the pushbutton for
an extended time. the pushbutton unit will announce the
fol lowing message:

WEST LEG: “Wait to coross Annapolis at Disney and 26th. Wait.”
SOUTH LEG: “Wait to cross 26th at Annapolis, Wait.

2. When the “WALK” phase begins., the pushbutton unit will provide

a rapid tick, which will last for the duration of the “WALK”
phase.

PROJECT CONTACTS:

MS. KIMBERLY® TRAN, ASSISTANT DISTRICT ENGINEER — TRAFFIC
PHONE: (410) 841-1019

MR. JAMES FOLDEN, ASSISTANT DISTRICT ENGINEER — CONSTRUCTION
PHONE: (410) 841-1031

MR. JOHN S. MAYS, ASSISTANT DISTRICT ENGINEER — MAINTENANCE
PHONE: (410) 841-1013

MR. MIKE HUBER, UTILITY ENGINEER
PHONE: (410) 841-1039

MR. GUS PAYNE., CONSTRUCTION INSPECTION
PHONE: (443) 572-5234

MR. EDWARD RODENHIZER., CHIEF - SIGNAL SHOP
PHONE: (410) 787— 7652

MR. SONNY BAILEY. CHIEF — SIGN SHOP
FHONE: (410) 787-7676
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CODE ING DIAG
800000 1 LS REMOVE AND DISPOSE OF EXISTING EQUIPMENT
800000 2 EA AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON & SIGN
800000 2 EA 16" LED COUNTDOWN PEDESTRIAN SIGNAL HEAD
801004 0.4 CY CONCRETE FOR SIGNAL FOUNDATIONS 4//f*%%§\k -
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5 CONDUCTOR NO.
2 CONDUCTOR NO.
— NO. 6 AWG STRANDED BARE COPPER GROUND WIRE

- RE-WIRED EXISTING PEDESTRIAN HEAD FOR SOUTH
LEG OF INTERSECTION (5 COND.

— RE-WIRED EXISTING PUSHBUTTON FOR SOUTH
LEG OF INTERSECTION(Z COND.

— RE-WIRED EXISTING PEDESTRIAN HEAD FOR EAST-
LEG OF INTERSECTION (5 COND.. 14 AWG ELEC. CABLE)

14 AWG ELEC. CABLE

14 AWG ELEC. CABLE

14 AWG ELEC. CABLE)

14 AWG ELEC. CABLE)

— RE-WIRED EXISTING PUSHBUTTON FOR EAST

LEG OF INTERSECTION(Z COND.

— GROUND ROD (3/4" DIA.

14 AWG ELEC. CABLE)

X 10" LENGTH)
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